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产品 & 应用
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VALPRES
VALPRES 专注于不锈钢，碳钢和铸铁材质球阀与蝶阀的生产
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• NEW! 油气部门

•通过对材料和供应商准确的研究和

选择，以及持续的控制工程系统和

从未停止的生产过程的改进，确保

产品的高质量和一流的性能，



球阀
蝶阀

•螺纹连接• 对夹连接

• 法兰连接

•对夹式• 支耳式

• 煤气应用

•分体式

• 三通

• 埋地式安装
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产品范围

油&气领域

• 固定式球阀

• 低温阀

• 浮动球阀



4

两片式螺纹球阀

• 全径不锈钢球阀
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• ISO 5211 安装平台

• 标准温度： -20°C +160°C
• 碳钢材质备选

选项

• 不锈钢球的黄铜球阀 (702系列)
• 抛光不锈钢球阀 (701系列)
• 直接安装型 (703系列)
• 防火防静电 (ATEX认证) 
• P.T.F.E or EPDM阀座

• 适合于氧气
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三片式螺纹球阀
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Options

• ATEX 认证

• P.T.F.E. & P.T.F.E+ carbographite seats P.T.F.E. & P.T.F.E碳纤维阀座

• Special application for Oxygen  能 应用于氧气

• Special application for Steam (max 198°, 15 bar) 能应用于蒸汽（最高温度198°，15bar）

• 全径不锈钢球阀

• ISO 5211 安装平台

• 标准温度： -20°C +160°C
• 碳钢材质备选
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WAFER BALL VALVE对夹式球阀
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• Available also in carbon steel 碳钢材质备选

• Flanges 法兰 PN16, PN40, ANSI 150, ANSI 300

Options

• ATEX certifications认证

• Special application for Oxygen 能 应用于 氧气

• Special application for Solvents 能应用于化学溶剂

• Special application for Steam (max 180°, 10 bar) 能应用于蒸汽（最高温度180°，10bar）

• 全径不锈钢球阀

• ISO 5211 安装平台

• 标准温度： -20°C +160°C
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SPECIAL! WAFER WITH HEATING JACKET专用！保温夹套球阀

• Special model for FOOD & BEVERAGE (chocolate) and for      
CHEMICAL & PETROCHEMICAL (bitumen)
能应用于食品饮料（巧克力）以及石油化工行业（沥青）
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• Version with end connection ¾” 连接端¾”
• Available also in carbon steel 碳钢材质备选

• Flanges PN16 & ANSI 150
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SPLIT BODY BALL VALVE分体式球阀

©2014 Bonomi Group --All Rights Reserved --

• Flanges PN16, PN40, ANSI 150, ANSI 300

Options

• With Metal Core PTFE seats 金属粉末填充PTFE阀座

• Long face-to-face by norm DIN 3202 F1
• Version in 304L obtained by bar for 硝酸 HN O3 and others…
• ATEX certifications 认证

• Special application for Oxygen  适用于氧气

• Special application for Solvents 适用于化学溶剂

• Available in Wafer version对夹式备选

• 全径不锈钢球阀

• ISO 5211 安装平台

• 标准温度： -20°C +160°C
• Available also in carbon steel 碳钢材质备选
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3 WAYS BALL VALVE 三通球阀

• Reduced Bore, “L” and “T” port 缩径，“L”和“T”型
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• Available also in carbon steel碳钢材质备选

• Flanges PN16 & ANSI 150
• Diverter ball valve (2 seats for flanged and 4 for threaded 分流球阀（法兰连接配2个阀座，螺纹连接配4个

阀座）

• ISO 5211 安装平台

• 标准温度： -20°C +160°C
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BUTTERFLY VALVES蝶阀

• Body in cast iron G250+epossidic paint G250铸铁阀体 +环氧喷涂
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• WAFER and LUG version  对夹式，支耳式可选

• Temperature standard -20°C +120°C (+100°C when NBR Liners  标准温度-20°C +120°C
(内衬是 NBR 时最高温度+100°C）

• Available also in carbon steel 碳钢材质可选

• Flanges PN16, ANSI 150

Options

Body in GGG40 + NBR Liners in particular for gas, oil, 
hydrocarbons Long face-to-face by norm DIN 3202 F1

GGG40阀体NBR内衬专门用于油，气，烃类

• EPDM & NBR seats EPDM & NBR阀座

Sectors（应用领域）

Industrial applications with low pressure, where the full bore is 
not necessary (water, air, conditioning, natural gas, oil, 
water treatment, enology etc…) 应用于不需要全径 的低压行

业（如 水，空气，天然气，油，水处理，酿酒等）
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产品类别Product range: split body bolted分体式螺栓连接 (Type 76)
Split body 
forged 
floating 
Ball
分体锻造浮动球阀

Split body 
cast 
floating ball
分体铸造浮动球阀

Size * 
Rating 150 300 600 900 1500
½” O O O O O
¾” O O O O O
1” O O O O O
1 ½” O O O O O
2” O O O O O
3” O O O
4” O O O
6” O O
8” O O
10” O O
12” O O

Operating temperatures:工作温度

-40°C- +200°C (-40°F - +392°F) standard range. 标准范

围

-196°C - +350°C (-321°F - +675°F) special range. 特种

范围

Construction standards: 结构标准

ASME-ANSI B16.34, ISO 17292.

* Valves 2” and above are available in both full and reduced 
bore  2“及以上阀门均有全径和缩径

Main characteristics:主要特征：

forged or cast components/  bolted body design/soft seated/or 
metal seated/ langed ends. 锻造或铸造部件，螺栓阀体设计，

软阀座或金属阀座，法兰接头

Available materials: carbon steels,  stainless steels, duplex,
nickel alloys. 可选材质：碳钢，不锈钢，双相钢，镍合金
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产品 类别Product range: split body bolted type cryogenic service分体式螺栓低温阀

Size * 
Rating 150 300 600 900 1500

½” O O O O O
¾” O O O O O
1” O O O O O
1 ½” O O O O O
2” O O O O O
3” O O O
4” O O O
6” O O
8” O O
10” O O
12” O O

Operating temperature:-196°C - +200°C (-321°F - +392°F).
工作温度

•Valves 2” and above are available in both full and reduced bore
2“及以上阀门均有全径和缩径

Construction standards: BS6364. 结构标准
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产品 类别Product range: split monobloc (Type 70)
Size

Rating 150 300 600 800
½” O O O O
¾” O O O O
1” O O O O
1 ½” O O O O
2” O O O O

Operating temperatures:工作温度

-40°C- +200°C (-40°F - +392°F) standard range.标准 范围

Construction standards:结构标准

ASME-ANSI B16.34, ISO 17292.
Main characteristics:主要特征

forged or cast components/threaded body design
soft seated. 锻造或铸造部件，螺纹阀体设计

Available materials: carbon steels,  stainless steels, duplex, nickel alloys.
可用材质：碳钢，不锈钢，镍合金

Monobloc valves



14

Product range: Welded body 产品类别： 焊接球阀(Type 706) 
Fully welded 
floating ball 全焊接

浮动球阀

Size * 
Rating 150 300 600

½” O O O
¾” O O O
1” O O O
1 ½” O O O
2” O O O
3” O O O
4” O O O
6” O O O
8” O O O

Operating temperatures:工作温度-20°C- +120°C (-4°F - +250F) standard range.标准范围

Construction standards:结构标准ASME-ANSI B16.34, ISO 17292.
Main Characteristics:主要特征forged or cast components/welded body designsoft seated, BW/SW/TH or flanged ends. 铸造部件 ，焊接阀体设计，软阀座，BW/SW/TH /法兰接头Available materials: carbon steel with stainless steel trim碳钢不锈钢available also with upstream and downstream vent valves.
可用材质：碳钢不锈钢

可配上游和下游排气阀

•Valves above 2” are available in both full and reduced bore
2“及以上阀门均有全径和缩径

Application: LP gas distribution lines
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Product range: Trunnion mounted固定式球阀 (Type 68)

Operating temperatures:工作温度-40°C- +200°C (-40°F - +392°F) standard range.标准范围-196°C - +350°C (-321°F - +675°F) special range.特种范围

Construction standards:结构标准API 6D Design, ASME-ANSI B16.34/NACE MR0175-last edition/firesafe to API 6FA/API 607/ISO 10497 – testing to API 598.
Main characteristics:主要特征 ：Forged or cast components/bolted body design/soft seated/or metal seated/ flanged ends/self relieving and double piston effect seats/double block and bleed.
铸造部件，螺栓阀体设计，软阀座或金属阀座，法兰接头，自动泄压和双活塞效应阀座，双阻塞双排放Available materials: carbon steels, stainless steels, duplex, nickel alloys.可选材质：碳钢，不锈钢，双相钢，镍合金

•Valves 2” and above are available in both full and reduced bore
•2“及以上阀门均有全径和缩径

Rating
Size 150 300 600 900 1500 2500
1 ½” O O O O O O
2” O O O O O O
3” O O O O O O
4” O O O O O O
6” O O O O O O
8” O O O O O O
10” O O O O O O
12” O O O O O O
14” – 24” O O O O O
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产品类别Product range: Special applications 特殊应用

Valve for cryogenic service.低温阀

Operating temperatures:工作温度

-196°C + 200°C (-321°F + 392°F.)
结构标准Construction standard: BS 6364



17

Product range: Special applications

Top entry cryogenic integral （顶装式

低温一体式）DBB valve  

Application: LNG regasification（ LNG再气化）

3D-sectional view
3D剖面图
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Product range: Special applications

Top entry cryogenic floating ball 
valves with bi-directional design 
双向设计顶装式低温浮动球阀

Application: LNG (for gas filling stations), Delta P 240Bar, 
circa 60,000 cycles/year

应用；液化天然气（充气站）
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Product range: Special applications

Floating ball valves insert body
Integral DBB design
1“-4” 150/300/600#

浮动球阀 阀体整体DBB设计
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新产品New product : Patented Control ball valves专利球阀



21

New product : Patented Control ball valves

CFD Trim Uncompressible 
Fluids (L trim)

CFD Trim Compressible 
Fluids (G trim)

Patented design专
利设计Trunnion  挂耳式 Floating 浮动式

Rating 150 / 300 / 600 Rating 150 / 300 (PN 16 / 40)
2” L & G trim available 1” L & G trim available
3” 1 ½”
4” 2”
6” 3”
8” 4”
10” 6”
12”
14”
16”
18”
20”
24”

Trims customized on process parameters are available
定制装饰工艺参数可选
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New product : Patented Control ball valves

CV curve for DN100 floating
Obtained by CFD verification DN100 浮动

CV曲线 ，通过CFD验证

Floating浮动式

Rating 150 / 300 (PN 16 / 40)
Available patterns
可选型号

1” 30-60°, 60°, 90°
1 ½” 30-60°, 60°, 90°
2” 30-60°, 60°, 90°
3” 30-60°, 60°, 90°
4” 30-60°, 60°, 90°
6” 30-60°, 60°, 90°
Patterns customized on process 
parameters are available
型号定制 工艺参数可选
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Product development: design产品开发：设计

All new designs are validated by FEA
所有新的设计均经过FEA验证…

FEM ANALYSIS ON SIDE ENTRY 
BALL VALVE. VERIFICATION 
CARRIED OUT ON BALL – SEAT 
CONTACT AREA

BLIND FLANGE

CLOSURE HEAD

BODY

PRESSURE FORCE 
LINES

RADIAL DISPLACEMENT (mm)

AXIAL DISPLACEMENT (mm)

BALL SUPPORT PLATE SEAT

SEAT RING

ALLOWABLE
STRESS

RADIAL DISPLACEMENT (mm)

AXIAL DISPLACEMENT (mm)

SPECIFIC 
PRESSURE ON THE 
SEAT SURFACE 
SHOWN AS A 
FUNCTION OF THE 
LINE PRESSURE 
AND THE SPRINGS 
LOAD

FEM ANALYSIS ON SIDE ENTRY BALL VALVE. 
VERIFICATION CARRIED OUT ON:
-BODY
-CLOSURES
-HEAD
-BLIND FLANGE
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Pictures
Valves under firesafe test 阀门防火测试

Valves under functional test in a 
powerplant发电场内阀门功能测

试

Valves under functional  and endurance test for steam service
蒸汽系统中阀门功能和耐久测试
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Management Systems Certifications管理系统认证

OHSAS 18001ISO 9001 - ISO 14001
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产品认证：防火Product certifications: Firesafe
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产品验证Product certifications: PED Module B & C1
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产品认证：真空测试Product certifications: vacuum tests
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Product certifications产品验证

Fugitive emission tests certs TA-Luft & VDI 2440 
for split body valves

GOST 
Certification
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International certifications
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List of references – 部分客户名单参考

AGIP PETROLI阿吉普石油产品公司 (Petrochemical石化)AKZO NOBEL COATINGS阿克苏诺贝尔公司 (Chemical化工)BASF德国巴斯夫公司 (Chemical化工)RADICI CHIMICA (DRESSER)兰蒂奇化工 (Chemical化工)CIBA Chemicals瑞士汽巴专用化学品股份有限公司 (Chemical化工)COATINGS LORILLEAUX (Chemical化工)CANTIERE NAVALE DE POLI (Ship Buildings造船)FINCANTIERI芬坎蒂尼造船厂 (Ship Buildings造船)ENEL意大利国家电力公司 (Energy电力)FERRERO费列罗 (Food industry: chocolate食品工业，巧克力 )KRAFT FOODS美国卡夫食品 (Food industry食品工业 )TETRA PAK利乐包装 (Packing for foods食品包装工业)UNILEVER BESTFOODS联合利华贝斯特食品公司 (Food industry食品工业)GLAXO 葛兰素公司 (Pharmaceutical制药)RECORDATI意大利利康化工及制药有限公司 (Pharmaceutical制药)RIVA ACCIAIO 意大利RIVA 钢铁 (Metallurgy冶金)S.I.A.D. (Technical gases 特殊气体)ROLLS ROYCE劳斯菜斯 (Auto汽车)



Contacts:
Web: www.bonomi.it
Tel: +39 030 8250011
Fax: +39 030 8920465
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